
 

 

 

 

ELECTRONIC SCOREBOARD Water polo 200 

 

 
Electronic scoreboard for interior, sport facilities 200 x 100 cm, specially designed and manufactured to 
display the results and time for water polo matches at a professional level. 
                                                                 
 

                                                   
    



 
 

 
 
 
 

 

 

FUNCTIONAL FEATURES  

 Programmable Timer in ascending or descending order (0:00 - 99:59)  
  

 Tenths of a second in the last minute.  
 

  Score for local and visitors from 0 to 99 points.  
 

 Number of periods or sets. 
 

 Signalling of the team with 5 fouls.  
 

 Indication of the number of timeouts requested by each team. 
 

 Indication of the team possession 
 

 Manual and automatic horn. 
 

 Control console programmed for various sports, easy to use. 
 
 
 
 
 
 
 

 

TECHNICAL FEATURES  
 Exterior dimensions:  200 x 100 x 8 cm  
 Scoreboard designed to be easily and permanently installed in a wall, column 

or support by a transverse metal bar at the upper back.  
 Metal outer case black matte with an excellent digits visibility  
 Front maintenance Access.  

 Digits formed by high brightness LEDs for a perfect view.  Durability 

approximately ten years 
 Height digit: 25 & 18 cm  
 Visibility: 120 meters 
 Vision Angle: 170º  
 Pneumatic horn 110db 
 Fixed lettering in vinyl 
 Power supply: 220v 
 Power consumption: 250 W  
 Weight: 45 Kg 
 The programming and management of the scoreboard is performed from the 

independent control console through cable system or radio transmission. 
Each time the most appropriate transmission system is chosen. 

  The control console features a display where all the notes appear on the 
scoreboard 

 
 
 
 


