
7.6 cm x 10.2 cm Vented Rubber Base 

3.8 cm Expansion Space 

NeoShokTM  Resilient Pad 

2 Layers 1.2 cm APA Sheeting 

Vapor Barrier 2.0 cm x 5.7 cm Laytite Maple 

6.4 cm 

.64 cm x 12.7 cm 

3.8 cm Expansion Space 

Solid Blocking at Doorway 

2.0 cm x 5.7 cm Laytite Maple 

Vapor Barrier   2 Layers 1.2 cm APA Sheeting 

3.8 cm Expansion Space 

 

 

 
FLOATING 

SYSTEM 
TM 

 

 

NEOSHOK 

 

F L O A   T I N G S Y S T E M 

 

SYSTEM  FEATURES  AND BENEFITS 

A floating sports floor system with high resiliency and uniformity, consisting in general of a vapor barrier, 

NeoShok resilient pads, wood subflooring, maple flooring, sanding, sealers, finishes, game lines and wall base. 

 

 

 

 

  

Two-Stage NeoShok Pad 

First stage responsive to light loads 

Second stage responsive to aggressive loads 

Quick response contact point and excellent 

resilient load performance 

Two layers of 15/32” (12mm) APA rated 

plywood subfloor 

 
 

5 

 

 

 

 

 

 

SPECIFICATIONS 

 

MANUFACT UR I NG 

 

 

U. S. PAT ENT # 
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4,879,857 

 

 

WALL BASE DETAIL 

 

 

3”x 4” (76 mm x 102 mm)Vented Rubber Base 

1-1/2” (38 mm) Expansion Space 

 

NeoShok™ Resilient Pad 

2 Layers 15/32” (12 mm) APA Sheeting 

 

Vapor Barrier 25/32” x 2-1/4” (20mm x 57 mm) 

 

 2 1/2” (64 mm)  

 

SY ST EM  T Y PE Floating System 

 

ANCHOR AGE  

 

 

SUBFL OOR 

CONST R UCT I ON 

 

R ESI L I ENCE 

SL AB DEPR ESSI ON 

 

T EST I NG  L ABOR AT ORY 

 

 

 

 

 

CERT I FI ED  T EST I NG 

 

 

 

 

 

 

GR EEN STAT US 

No concrete attachment 

Plywood Panel 

 

Polyurethane NeoShok Pads 

 

25/32” (20 mm) flooring - 2 1/2” (64 mm) 

33/32” (26 mm) flooring - 2 3/4” (70 mm) 

 

 

United States Sports 

Surfacing Laboratory 

 

 

 

Laboratory test equipment 

calibrated and certified through the 

ISSS 

 

 

 

Managed forests, 

certification available 

 

 

THRESHOLD DETAIL (optional accessory) 

 

1/4” x 5” (6 mm x 127 mm) 

1-1/2” (38 mm) Expansion Space 

Solid Blocking at doorway 

 

25/32” x 2-1/4” (20 mm x 57 mm) Laytite Maple 

Vapor Barrier  2 Layers 15/32” (12 mm) APA Sheeting 

 

 

 

 

 

 

 

 

 

 

 

EQUIPMENT DETAIL (optional accessory) 

 

1-1/2” (38 mm) Expansion space 

 

 

 

 

c o n n o r f l o o r . c o m 

1 .800 .283 .9522 
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